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CAT 7 S-FTP 23 AWG 600 MHZ DATA KABLO

IEC 61156-5+A1, ANSI/TIA-568-2.D, ISO/IEC 11801, TS EN 60332-1-2, EN 50173
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KULLANILDIGI YERLER/ OZELLIKLER KABLO YAPISI

ERAT CAT 7 kablolar dijital ve analog ses, veri ve video, POE sinyallerinin

tasinmasinda kullanilir

ERAT CAT 7 S/FTP kablolari, 10000 Megabit 600 MHz hizinda veri tasiyan kablo
tlrldar. Musteri taleplerine gore LSZH-HFFR ve PVC kilifli olarak Gretim

yapilmaktadir.

« 10000BASE-TX Gigabit Ethernet
« 10000BASE-T Gigabit Ethernet

- 1000BASE-TX Gigabit Ethernet
« 1000BASE-T Gigabit Ethernet

« ATM 155/ ATM 25

+ 100BASE-T “Fast Ethernet”

Bakir iletken

PE izole
Aliminyum Folyo
Kalayh Bakir Orgii
Dis Kihf
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- T00BASE-T2/ 100BASE-T4
- T00BASE-TX

« 10BASE-T Ethernet

- ISDN, TPDDI, TP-PMD

« Power Over Ethernet (PoE)

FiZiKSEL OZELLIKLER

iletken
iletken Capi
izole

izole Sayisi
ic Ekranlama

Dis Ekranlama
Dis Kilif

Kilif Rengi

Kablo Yazi Bilgisi
CPR

Som, tavli bakir

23 AWG

Polyolefin

8, bukullmus 4 per halinde

%100 kapaticilik saglayan lamine aliiminyum folyo (folyo yiizii disa déniik)
Kalayl Bakir Orgii

LSZH (Low Smoke Zero Halogen) alev geciktirmeli veya PVC bilesen

Gri (Ral 7040). (Musteri talebine gore farkl renkler tretilebilmektedir.)
Marka, Kablo cinsi, ilgili standartlar, Tarih, Seri numarasi, Metre

B2ca

Cekme Kuvveti

Biikiilme Yaricapi (Kisa Donem)
Biikiilme Yaricapi (Uzun D6nem)
Calisma Sicakhig:

Kurulum Sicakhgi

Depolama Sicaklig:

isteyin, Fiber Hizinda Uretelim
www.erat.com.tr

MEKANIK ve CEVRESEL OZELLIKLER
50 N/ mm ? max
4 x Kablo Capi
8 x Kablo Capi
-40to +70 °C
-10to +50 °C
-40to +70 °C
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> CAT 7 S-FTP 23 AWG 600 MHZ DATA KABLO

AMBALAJ & BOYUT & AGIRLIK

g Ambalaj Sekli Dis Cap (mm) Yaklasik Agirhik (kg)
B 305 m Kutu 7.4+03 18.88
g 500 m Kontraplak Makara 74103 29.8
g 1000 m Kontraplak Makara 7.4+0.3 59.2
>
g Empedans Karakteristigi 100+6 Ohm @ 1-600 MHz
DC Direnci 76 Ohm/km max.
Direng¢ Dengesizligi 2% max.
Efektif Kapasite 45 pF/m nom. @ 1 KHz
Kapasite Dengesizligi (Topraga Karsi) 1600 pF/km max. @ 1 KHz.
Voltaj 72 Vdc max.
Dielektrik Dayanimi 1500 Volt / 1 dakika min. rms
Sinyal Hizi (NVP) Min. %77 - 80
Sinyal iletim Siiresi (Prop. Delay) 534 + 36/f*@ 1-600 MHz
Perler Arasi Sinyal Gecikmesi (Skew) 25 nS/100m max @ 1-600 MHz
izolasyon Direnci 5000 MegaOhm+km min. @ 500 Vdc
Birlesim Zayiflamasi 55 dB min @ 30-100 MHz 55-20Log(f/100) @100-600 MHz
Transfer Empedansi 10 mOhm/m max @ 1-30 MHz 30 MOhm/m max @ 30-100 MHz
Frequency Return Loss insertion Loss NEXT Loss PS NEXT Loss PS ELFEXT
(MHz) (dB) (dB/100m) (dB) (dB) (dB/100m)
1 20,0 2,0 78,0 75,0
4 23,0 3,7 78,0 75,0 75,0
8 24,5 5,2 78,0 75,0 72,9
10 25,0 59 78,0 75,0 71,0
16 25,0 7,4 78,0 75,0 66,9
20 25,0 83 78,0 75,0 65,0
25 24,3 93 78,0 75,0 63,0
31,25 23,6 10,4 78,0 75,0 61,1
62,5 21,5 14,9 75,5 72,5 55,1
100 20,1 19,0 72,4 69,4 51,0
200 18,0 27,5 67,9 64,9 45,0
250 17,3 31,0 66,4 63,4 43,0
300 17,3 34,2 65,2 62,2 41,5
400 17,3 40,0 63,4 60,4 39,0
500 17,3 453 61,9 58,9 37,0
600 17,3 50,1 60,7 57,7 354

iZOLE RENKLERI

Mavi Beyaz Turuncu Beyaz Yesil Beyaz Kahverengi Beyaz

isteyin, Fiber Hizinda Uretelim
www.erat.com.tr




